List of the Equipment
	Number
	Type of Equipment
	Date of Purchase
	Location
	Last Maintenance
	Current Condition

	1-101
	Beach Boom
(1 unit/

container)
	March 25, 1997
(Picture)
	PAJ No.1 
Tokyo Bay Base

(Chiba)
	March 2011
	Engine tested in March 2011.

Working condition is good.
Estimated life-time (recommended by manufacturer) of the boom material, thermoplastic material, is around 5-8 years. Check of boom material by manufacturer or agent is recommended after transfer for precaution’s sake.

	2-101
	DESMI
Tarantula
(1 unit/

1 container)
	March 31, 1999
(Picture)
	PAJ No.2 
Seto Inland Sea Base

(Okayama)
	March 2011
	Engine tested in March 2011.
Check and adjustment of hydraulic pressure by manufacturer or agent are recommended after transfer, as hydraulic pressure occasionally cannot rise sufficiently due to aged deterioration.

	8-101
	DESMI
250
(1 unit/

1 container)
	March 18, 1993
(Picture)
	PAJ 
Overseas No.1 Singapore Base

(Singapore)
	March 2011
	Engine tested in March 2011.
Confirmed good condition

	9-101
	Vikoma

Hi-Sprint 1500
(1 unit/

1 container)
	March 28, 1994
(Picture)
	PAJ 

Overseas No.2

Al-Khafji Base

(Saudi Arabia)
	March 2011
	Engine tested in March 2011.
Confirmed good condition.

	9-201
	GT185-6
(1 unit/

1 container)
	March 28, 1994
(Picture)
	PAJ Overseas No.2
Al-Khafji Base

(Saudi Arabia)
	March 2011
	Engine tested in March 2011.
Confirmed good condition.

	9-202
	GT185-6

(1 unit/

1 container)
	March 28, 1994

(Picture)
	PAJ Overseas No.2

Al-Khafji Base

(Saudi Arabia)
	March 2011
	Engine tested in March 2011.
Confirmed good condition.

	9-301


	Power Vac

(2 units/

1 container)
	March 11,

1996

(Picture)
	PAJ Overseas No.2

Al-Khafji Base

(Saudi Arabia)
	March 2011
	Engine tested in March 2011.

Confirmed good condition.

	10-101
	GT185-6

(1 unit/

1 container)
	March 30,

1994

(Picture)
	PAJ

Overseas No.3

Port Klang Base

(Malaysia)
	March 2011
	Engine tested in March 2011.

Confirmed good condition.

	11-101
	DESMI

250

(1 unit/

1 container)
	March 29,

1995

(Picture)
	PAJ

Overseas No.4

Abu Dhabi Base

(UAE)
	March 2011
	Engine tested in March 2011.

Confirmed good condition.

	11-102
	DESMI

250

(1 unit/

1 container)
	March 29,

1995

(Picture)
	PAJ

Overseas No.4

Abu Dhabi Base
(UAE)
	March 2011
	Engine tested in March 2011.

Confirmed good condition.

	11-201
	Power Vac

(2 units/

1 container)
	March 9,

1996

(Picture)
	PAJ Overseas No.4

Abu Dhabi Base

(UAE)
	March 2011
	Engine tested in March 2011.

Confirmed good condition.


PAJ No.1 Tokyo Bay Base: Chigusa kaigan, Ichihara-city, Chiba, Japan (Chiba Refinery of Kyokuto Petroleum Industry Ltd.)
PAJ No.2 Seto Inland Sea Base: Kojima, Kurashiki-city, Okayama, Japan (Mizushima Refinery of JX Nippon Oil & Energy)
PAJ Overseas No.1 Singapore Base: Singapore Oil Spill Response Center Pte. Ltd., 59, Shipyard Road, Jurong, Singapore
PAJ Overseas No.2 Saudi Arabia Base: Al-Khafji Joint Operations, Al-Khafji, Kingdom of Saudi Arabia 
PAJ Overseas No.3 Malaysia Base: Nippon Express Malaysia Sdn. Bhd., Port Klang Ocean Cargo Branch

PAJ Overseas No.4 Abu Dhabi Base: ADOC (Abu Dhabi Oil Company) warehouse in Mussafah, Abu Dhabi, UAE
